
WatchNET Proximity Cards
The WAC‐EMC‐ISO Card Pro offers access cards in the Low Frequency (125K) with increased read performance and this ISO Card is specifically 
well suited for automated management of Systems such as Access Control, Attendance Management and Automated Parking Management.

Users can also enjoy an enhanced reading distance, with faster scanning, good memory and faster transaction times. This ISO Card is the first
member of a Low Frequency product family of smart ID's based on the ISO standard ISO 7816. The WAC‐ EMC‐ ISO Card can have a read and 
write distance up to 8 cm, which offers systems provider to offer this card in a variety of access control solutions. ISO Card solution offers
enhanced consumer‐friendly system design, in combination with reliability at a cost effective price.
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Specifications:

Dimensions: 86×54×0.8(+/‐0.04) mm / 3.38×2.12×0.03(+/‐0.0015) inches

Case Material: PVC Blank White

Operation Temperature: ‐150C to +550C / 50F to +1310F

Storage Temperature: ‐200C to +600C / ‐40F to +1400F

Chip Type Functionality: EM 4100 Read Only

Operation Frequency: 125K Hz

Protocol: ISO 7816

Read Distance: Up to Max. 80 mm / 3.15”

Data Retention: Up to 10 year (<550C/<1310F)

Division of WatchNET Inc.

info@watchnetaccess.com
www.watchnetaccess.com

CANADA:
351 Ferrier Street, Unit 5
Markham, ON L3R 5Z2 
Toll Free: 1‐866‐843‐6865
Tel: 416‐410‐6865

USA:
171 Cooper Ave. Suite 110
Tonawanda, NY 14150 USA
Toll Free: 1‐866‐843‐6865
Local: 1‐716‐877‐7277

INDIA:
RZ‐ 2, Ground Floor
Kapashera
Opp Kapashera Police Station
New Delhi‐110037
Tel/Fax: +91 11 26816005

UAE:
P O Box 126312
No 703, Oxford Towers
Business Bay
Dubai, UAE
Tel: +971 4 2767117

All logos & trade marks represent the registered users only.  All rights reserved.
All product specifications on this brochure are subject to change without notice.
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